14 ft. MINIMUM
AND NOT LESS

THAN WIDTH -OF
INGRESS /EGRESS

.......

PLAN VIEW RIGHT OF WAY DIVERSION
AS NEEDED

ROAD OR OTHER EXISTNG
PAVED SURFACE

|‘I 8" OR SUFFICIENT

—— * PROFILE TO DIVERT RUNOFF CULVERT AS NEEDED
SPECIFICATIONS FOR CONSTRUCTION ENTRANCE: DESCRITION:
- ¢ Ammmmmmsrmmmmm_mazmmmg

1. STONE SIZE-QDOT #2 {(1.5-2.5 INCH} STONE SHALL BE USED, OR RECYCLED CONCRETE EMVMET. ST 10 REDUCE THE. AMOUNT OF MUD TRACKED OFF~SITE WM CONSTRUCTION
2 me»—w-mmmmmnsasmasmmmm.WW CONDITIONS WHERE y APPLIES:

mmwmsmmﬁ(mmmmmmamm S PR_ACTECE

LENGTH APPLIES). A CONSTRUCTION ENTRANCE SHOULD BE USED:
3. THICKNESS—THE STONE LAYER SHALL BE AT LEAST 6 IN. THICK FOR LIGHT DUTY & WHERE CONSTRUCTION VEHICLES LEAVE ACTIVE CONSTRUCTION AREAS ONTO SURFACES WHERE. RUNOFF

ENTRANCES OR AT LEAST 10 NCHES FOR HEAVY DUTY USE S NOT ‘CHECKED BY SEDIMENT CONTROLS;
4, %—-ﬂt%&nﬁmﬁ?%{nm.mmmmmmmm * AT ALL POINTS OF EGRESS TO PUBLIC ROADS;

TS WHERE INGRESS i CCCURS, .
] - WHERE, FREDUENT VEIBOLES. AND EOKAPMENT INGRESS /EGRESS 1S EXPECTED SUCH AS AT THE

S CECTEXTE A EEOTOXILE SKALL SE PLACED OVER THE ENTIRE. AREA PRICR TO FLACING STONE. 1T AT THE ENTRANCE OF INDIVIDUAL BIEDING LOTS;

= o i PLANNING CONSIDERATIONS:

FEDTEIE SFELFGATION FOR CONSTIRAICTION ENTRANCE . , _
: st THS PRACICE SHOULD NOT BE RELED ON TD REMOVE KUD FROM CONSTRICEON TRAFFC.  MOST WD
MMMWSW“M 1S FLUNG FROM TIRES AS VEHICLES REACH SPEEDS 1GHER THAN 15 REACHED 0N SIE.  BIE BEST
AREAN PONCTURE STRENGTH APPROACH TO BREVENTING OFF-SITE TRACKING 15 TO KEEP VEMICLES THAT FRECUENTLY ENTER AND LEAVE
NN TEAR STRENGHH 50 (65, A SHE. AWAY FROM LRDDY AREAS N THE FIRST PLACE. VEIBGLES SHOULD BE RESTRICEED 10
MMM BURST STRENGM 20 Pl STABILIZED AREKS TO THE EXTENT PRACTICAL AND AREAS WHERE FREQUENT INGRESS/ERRESS
O ELONGA 0N @S 1S EXPECTED SHOULD BE STABRIZED.
EQUIVALENT OPENING SIZE €05 < 0.8 M.
PERMITIMTY 1 X 103 CU/SEC. 4 mm&wmmwmmmmmmmmm.
6. TMING —THE CONSTRUCTION ENTRANCE SHALL B¢ INSTALLED AS SOON AS 15 PRACIGASLE BEFCRY wo 3 ONTO PLELIC ROMS, OR ANY SURFACE WHEE
mmm BE LI}, . TRRIRLIN Yok T
7. COLVERT-~A PPE OR COLVERT SHAL BE CONSTRICHD UNDER THE ENTRAWCE F NEEDED 10 - RECOMPLISHED" 5 STRAPING
PREVENT SURFACE WATER FLOWNG ACROSS THE ENTRANCE FROM BEING DIRECTED OUT ONTO 10. CONTRUCTION ENTRANCES ‘SHALL NOT BE RELED DPON T0 RENOVE WD FROM VEHICLES AND PREVENT
PAVED SURFACES. OFF-SITE TRACKING, VEHICLES THAT ENTER AND tEAVE THE CONSTRUCTION-SITE SHALL BE RESTRICTED
4 WATER BAR—A WATER BAR SN BE CONSTRUCTED AS PART OF THE CONSTRUCTIN ENTRANCE ¥ FROM MUDDY AREAS.
NEEDED TO PREVENT SURFACE RUNCFF FROM FLOWNG THE LENGTH OF THE CONSTRUCTON ENTRANCE 11, REMOVIE—— THE ENTRANCE SHALL REMAB I PLACE UNTIL THE DISTURBED. AREA 1S STABRIZED OR REPLACED

AND OUT ONTO PAVED SURFACES.

LEGEND
O = row Pv AD
| @)= ROV PN SET

- B = MONUMENT BOX
© = SANTARY MANHLE
O = STRN MANHOLE
w

D= BER WALIE
Y= ARE HYDRANT
B~ o MET

X = UGHT PALE
/\ = arser e i
[F = JELEPHONE PEDESTAL
B = grcme sox

= CARE PEDESTAL
== = FLOW DRECTION
[} = vaRD ORAN

SWALE

[ = sy rorenoy

o3 = PROP SLT FEARE |
SITE DETAILS
HORIZ SCALE: VERT. SCALE: FOR
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